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VERTICAL 

TRIGGER 

EXT TRIGGER 

HORIZONTAL 

X-Y MODE 

SIGNAL ACQUISITION 

Qannels 3 2; 8 
Bandwidth DC-Tbt&z(-5an) uc- i00%f~~(-5dt)) DC-l5OlMHz(-5an) 
Rise Time <5ns Approx. <3.5ns Approx. <2.3ns Approx. 
SensitiviQ 2mV div- 1 OV/div {-2-5, increments) 
Accuracy + ( 3 d  x lReadoutl+ .1 dw + 1mV) 
Input Coupling AC, DC & Ground 
Input Impedance 1 M n+ 2%, -1 5pF 
Polarity Normal & Invert 
Maximum Input 300V (DC+AC peak), CATll 
Waveform Signal Process + , - , x , FFT, FFTrms , Zoom FFT 
Mfset Range ZmV/dlv - 50mVIdiv : k0.4V ; 100mV/div - 500mVldiv : M V  ; 1Vldiv - 5Vldiv : f40V ; 10VIdiv : f300V 
Bandwidth Limit 20MHz (- 3dB ) 
Source CHI , CH2, L~ne,  tnl 
Mode AUTO, NORMAL, SINGLE, N, Edge, Pulse WI 

Coupling AC , DC , LF rej. , HF rej. , Noise rej. 
Sensitiv~ty DC - 25MHz: Approx. 0.5d1v or 5mV; 25MH 1/100/15OMHz: Approx. 1.5div or 
Range &15V 
Sensitivity DC-25MHz:-50mV; 25MHz- 70/100/15OMHz:-15mV 
Input Impedance 1 M C2 f2%,  - 15pF 
Maximum Input 3OOV ( D C t  AC peak) , CATll 
Range lnsldiv - 50sIdiv (1-2.5-5 ~n 
Modes MAIN, WINDOW, WIND0  
Accuracy kO.Ol% 
Pre-Trigger 10 div ma~rimctm 

I 
Post-Trigger 1000 div 

X-Axis lnpu- ~hann-  
Y-AX~S Input Channel 2 
Phase S'fi +3 at 100kHi 
Real-Time Sample Rate 1CSaIs maximu 
Eauivalent Sam~le Rate 25CSals maximur,. 
~e'rtical ~esolut'ion 8 Bits ' 
Record Length 2Mega Po~nts maximum 
Acquisition Mode Normal, Peak Detect, Average 

(500nsjdiv - 50sldiv) - 
,8 ,16,32,64,128,2  

CURSORS AND M WUREMENT 
. . 

Delay Measurement ~ i ~ h t  different delay measurement I Cursors Measurement I Voltage difference between cursors(AV)Time difference between cursors(AT),frequency measurement(l/AT) 
Auto Counter Resolution : 6 digits 

Up to15 sets o f  measurement conditions 
15 sets ofwaveform 

Adjust Vertical VOLT/DIV, Horizontal TIME/DIV, and Trigger level automatically 

The specifications apply when the aw+iIoscope is powered on for a t  It tast 30 minutes under +20°C-+30"C. Spec~ficat~ons 5 vithout notlce. DS-1 000A-UGD1 

CDS-1072A-U 70MHz, 2 channel, 
1 CSa/s & 2Mega Memory DSO 

CDS-1102A-U lOOMHz, 2 channel, 
1 CSa/s & 2Mega Memory DSO 

CDS-1152A-U 150MHz, 2 channel, 
1 CSa/s & 2Mega Memory DSO 

User manual xl, Power cord x l  
Probe GTP-070A.4 or equ1valent:70MHz(lO:l/l:1)Sw1tchable passlve probe for GDS-1072A-U(one per channel) 
Probe GTP-100A-4 or equivalent:lOOMHz(10:1 /l:l)Swltchable passlve probe for GDS-1102A-U(one per channel) 
Probe GTP-150A-2 or eauivalent:l5OMHz~lO:l /l:lISw~tchable oasslve orobefor GDS-1152A-Ulone oer channel) 

GTL-242 USE Cable, USE 2.0 Type A -  Type B, 4P GTL-110 Test Lead, BNC-BNC Heads 
GSC-006 Soft Carmine Case I 

I PC Software FreeWave software Driver USE driver: LabView Driver 
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